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TE Connectivity (TE) 引领市场的技术和丰富的工程设计经验为连接
行业的未来奠定了坚实的基础。本指南将帮助用户快速了解 TE 最新的
产品如何为众多市场领先应用提供解决方案。
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目前，电子行业市场对于更小、更轻、更薄、更便携设备的需求快速增长。TE凭借最新
的技术革新和丰富的新型紧凑型互连产品系列走在这种趋势的前沿，助力各行各业的工程
师满足不断变化的行业需求。
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a.MS5839耐氯型数字压力和温度传感器
一款超紧凑型数字测高仪，专为氯气和盐
水环境的应用进行了优化。坚固的凝胶填
充结构使其能够在恶劣环境中工作，同时
保证准确和可靠的数字测量。

b. GNSS天线标准产品系列
面向各种设备配置使用丰富的多频带天
线，实现更加可靠的定位无线连接。

c.柔性印刷电路(FPC)锁定连接器
将 FPC 电缆锁定到连接器中，防止恶劣
环境下发生意外失配。ZIF（无插拔
力，Zero Insertion Force）设计可减少
FPC 接触面磨损，增加匹配循环计数。

d. SpO2 表面贴装光学组件
红色LED波长容差缩减到660nm±3nm，

    精准度得到提升。采用回流焊设计，降低总
体成本并提升质量。

e. MS5840-02BA压力传感器
采用市场最小尺寸之一的微测高计 (3.3 x
3.3 x 1.7 mm)，节省空间。提供精准的数
字量 24 位压力和温度测量，满足超低功耗
要求。

f. 小型柔性印刷电路(FPC)连接器
采用市面最小尺寸之一，节省空间。强大的
执行器设计有助于防止在装配期间发生断
裂。0.5mm后背式机型采用双接触设计，
以便连接器与电缆双向配对。

https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/ms5839-ecard-chn.pdf
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/ms5839-ecard-chn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/gnss-antennas-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/gnss-antennas-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/locking-fpc-connectors-ecard-cn.pdf?logActivity=true
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/locking-fpc-connectors-ecard-cn.pdf?logActivity=true
https://www.te.com.cn/chn-zh/products/sensors/photo-optic-sensors.html?tab=pgp-story
https://www.te.com.cn/chn-zh/products/sensors/photo-optic-sensors.html?tab=pgp-story
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/ms5840-02ba-ecard.pdf
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/ms5840-02ba-ecard.pdf
https://www.te.com/content/dam/te-com/documents/datacomm/global/fpc-ecard.pdf?&elqTrackId=268EABBB2AA086F53775BE6F6C09F875&elq=4190cf2483f84931962fe18c2fd4de58&elqaid=9839&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/datacomm/global/fpc-ecard.pdf?&elqTrackId=268EABBB2AA086F53775BE6F6C09F875&elq=4190cf2483f84931962fe18c2fd4de58&elqaid=9839&elqat=1&elqCampaignId=
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TE 的全球网络工程师发挥聪明才智，帮助用户将家居应用互连的美好愿景变为现实。TE 面向家
居家电和设备、照明、HAVC、安全性等更多场景提供丰富的连接器和传感器解决方案，是帮助
客户产品快速上市的理想合作伙伴。

互连

家居

a. TSYS03 微型数字温度传感器
凭借其行业领先的超紧凑尺寸(1.5 x
1.5 mm)，TSYS03能够缩短热响应
时间，为空间限制应用中的精确温度
传感需求提供理想的解决方案。

b. 2.5mm 密封式双重锁定信号连接
器
防水、防尘等级达到 IP67，提供的
功能设计旨在简化操作员的组装流
程，包括防钩锁、极化端子、可选
TPA。

c. GNSS 天线标准产品系列
面向各种设备配置使用丰富的多频带
天线，实现更加可靠的定位无线连
接。

d.柔性印刷电路 (FPC) 锁定连接器
将FPC电缆锁定到连接器中，防止
恶劣环境下发生意外失配。ZIF（无
插拔力）设计可减少FPC接触面磨
损，增加匹配循环计数。
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e. ELCON 微型线对板电源解决方案
采用标准行业尺寸 3.0mm，每个引脚提
供高达12.5A电流，可实现近乎万无一失
的配对。

F. 小型柔性印刷电路 (FPC) 连接器
采用市面最小尺寸之一，节省空间。强
大的执行器设计有助于防止在装配期间
发生断裂。0.5mm后背式机型采用双接
触设计，以便连接器与电缆双向配对。

https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/tsys-ecard-chn.pdf
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/tsys-ecard-chn.pdf
https://dmtec.tycoelectronics.com/dmtec/documentDelivery/getFile/ENG_DS_Sealed_Signal_Double_Lock_ecard_0320.pdf?deliverableId=0000000000005D7C5E7B8837000D8C06&docType=Data%20Sheet&docName=Sealed_Signal_Double_Lock_ecard&docRev=0320&fileName=ENG_DS_Sealed_Signal_Double_Lock_ecard_0320.pdf&formAction=dl_agree
https://dmtec.tycoelectronics.com/dmtec/documentDelivery/getFile/ENG_DS_Sealed_Signal_Double_Lock_ecard_0320.pdf?deliverableId=0000000000005D7C5E7B8837000D8C06&docType=Data%20Sheet&docName=Sealed_Signal_Double_Lock_ecard&docRev=0320&fileName=ENG_DS_Sealed_Sig
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/gnss-antennas-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/gnss-antennas-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/locking-fpc-connectors-ecard-cn.pdf?logActivity=true
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/locking-fpc-connectors-ecard-cn.pdf?logActivity=true
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/elcon-micro-wire-to-board-solutions-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/elcon-micro-wire-to-board-solutions-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/datacomm/global/fpc-ecard.pdf?&elqTrackId=268EABBB2AA086F53775BE6F6C09F875&elq=4190cf2483f84931962fe18c2fd4de58&elqaid=9839&elqat=1&elqCampaignId=%0D
https://www.te.com/content/dam/te-com/documents/datacomm/global/fpc-ecard.pdf?&elqTrackId=268EABBB2AA086F53775BE6F6C09F875&elq=4190cf2483f84931962fe18c2fd4de58&elqaid=9839&elqat=1&elqCampaignId=%0D
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TE 始终走在开发新一代固态照明(SSL)解决方案的前端。从室外照明到商用制冷照
明，新技术推动了照明创新。无论您是要创建新系统还是要强化现有设计，TE都能
为您提供广泛的新型节能解决方案。 

固态

照明

a. LUMAWISE Endurance S键接连接器
功能扩展了电气额定值并可实现交替键组
合，可实现插接保护。采用紧凑式设计，耐
UV，外型美观，可朝上、朝下或朝侧面进
行贴装。

b. Z 型 LUMAWISE LED底座
无需焊接即可快速、方便地连接板载(CoB)
LED阵列，其设计可方便客户开发符合
Zhaga规定的模块。标准型和小型Z50 LED
底座配有压扣式LED紧固件，可在组装过程
中将LED固定在底座中，并确保正确安装在
固定装置中。

c. LUMAWISE Endurance S圆盖
符合行业标准Zhaga Book 18，延长产品在
恶劣环境下的使用寿命。符合IP65和IP66防
护等级，提供40mm和80mm直径。

d. LUMAWISE Endurance S带通风孔底
座
符合行业标准Zhaga Book 18，带通风功
能，可最大限度地减少冷凝。提供80mm的
直径并保持密闭，
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    保持密闭的同时可在密封底座组件内实现压
力平衡。

e. LUMAWISE Z50型驱动LED底座
DALI-2
通过“板载驱动器”解决方案实现精巧的照
明设计。设计符合
Zhaga book 12的要求，允许照明设计人
员从局部照明和投射式照明灯具中移除驱动
箱，实现更加美观舒适的照明解决方案。

f. LUMAWISE Endurance N短接插片
提供IP66防进水防护等级，减少户外灯具
固定维护，延长使用寿命。防止照明灯具受
瞬变线路电压影响。

g. 通用 MATE-N-LOK导线密封件
安装在连接器外壳内时，提供防进水防
护。适配18-10AWG规格导线。将通用
MATE-N-LOK连接器升级到防水系统。

http://images.connections.te.com/Web/TycoElectronicsCorporation/%7Bbe2d17af-64a5-422f-8fbc-8743be2188de%7D_LUMAWISE-Endurance-S-Keyed-ecard.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7Bbe2d17af-64a5-422f-8fbc-8743be2188de%7D_LUMAWISE-Endurance-S-Keyed-ecard.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7Bfba239fe-bfc0-44d9-ba92-0fc1c9d48598%7D_LEDiL-eCard-final-updated-vk.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7Bfba239fe-bfc0-44d9-ba92-0fc1c9d48598%7D_LEDiL-eCard-final-updated-vk.pdf
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-EnduranceS-Domes-ecard.pdf?&te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-lum-endnsdomes-rsg_sma-689_1&elqTrackId=aa7865623eba4924b5f752e12027c23f&elq=fc93106a466e42bdae8345abf72ed73a&elqaid=11091&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-EnduranceS-Domes-ecard.pdf?&te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-lum-endnsdomes-rsg_sma-689_1&elqTrackId=aa7865623eba4924b5f752e12027c23f&elq=fc9310
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-EnduranceS-Base-wVent-ecard.pdf?&te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-lum-endnsdomes-rsg_sma-689_1&elqTrackId=5bed7c54a6f848fdbc9765935cbca64b&elq=fc93106a466e42bdae8345abf72ed73a&elqaid=11091&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-EnduranceS-Base-wVent-ecard.pdf?&te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-lum-endnsdomes-rsg_sma-689_1&elqTrackId=5bed7c54a6f848fdbc9765935cbca64b&elq=f
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-Drive-Dali-ecard.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q3-lum-d-dali-led-hol-rsg_sma-744_1
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-Drive-Dali-ecard.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q3-lum-d-dali-led-hol-rsg_sma-744_1
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-Endurance-N-shorting%20cap-npi-ecard.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-lum-n-end-sh-cap-rsg_sma-627_1
https://www.te.com/content/dam/te-com/documents/industrial/global/LUMAWISE-Endurance-N-shorting%20cap-npi-ecard.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-lum-n-end-sh-cap-rsg_sma-627_1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Data+Sheet%7F1-1773934-4_UnivMNLWireSeal%7F1117%7Fpdf%7FEnglish%7FENG_DS_1-1773934-4_UnivMNLWireSeal_1117.pdf%7F2213782-3
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Data+Sheet%7F1-1773934-4_UnivMNLWireSeal%7F1117%7Fpdf%7FEnglish%7FENG_DS_1-1773934-4_UnivMNLWireSeal_1117.pdf%7F2213782-3
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照明
随着当前的建筑越来越高效互连，TE可提供诸多解决方案，帮助应对复杂的连接挑战。我们
的新型产品可以无缝集成控件，并支持跨多个建筑系统传输电源和数据，从环境和照明控制
装置，到安全、客流、便利设施和服务设备，创造更加安全的生活和工作空间。

智能

建筑

a. BUCHANAN推入式夹具
PCB 连接器
无需工具即可插入有线箍和无
线箍导线。与传统的螺钉夹具
端接相比，最高可节省80%
的安装人工时间，从而可显著
节约成本。

b. BUCHANAN WireMate
ITB模块化插入式连接器
易用的插入式和放线功能有助
于缩短安装时间，为重用和换
线提供了更多灵活性。缩小尺
寸的连接器仅高出PCB顶部
表面2mm，而水平插入电线
节省了PCB下方空间的使
用。

c. SOLARLOK 2.0 连接器
免工具现场安装产品使用绝缘
刺破式压接(IDC)技术。为安
装人员提供方便、快捷、可靠
的PV电缆到PV面板连接。

d.适用于铝和铜制细磁线的
MAG-MATE 端子
为MAG-MATE端子不适配
的细线尺寸提供解决方案，端
接33-27 AWG [0.18-0.36
mm] Al和34-28 AWG
[0.16-0.32 mm] Cu磁线。

e.多位置安装FASTIN-
FASTON壳体
三位壳体可以加快装配进程，
实现三个电源连接同步接线，
取代以往三条独立的连接。壳
体具有很大的加工表面、圆形

边缘和防勾特性，用于改进工
作人员的人体工程学。

f. 插座ID 9 MAG-MATE
端子
为 MAG-MATE端子不适配
的电线尺寸提供解决方案，
端接25-24 AWG (0.45-
0.50 mm)铝制和27-24
AWG (0.38-0.50 mm)铜制
磁线。使用绝缘刺破式连接
技术后，无需预剥薄膜绝缘
的磁线。
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http://app.connections.te.com/e/er?&s=2070786569&lid=13091&elqTrackId=091eb4412f554a22a74143529bb1b19e&elq=301315291dd7429389c0c6af7d5e5f74&elqaid=12160&elqat=1
http://app.connections.te.com/e/er?&s=2070786569&lid=13091&elqTrackId=091eb4412f554a22a74143529bb1b19e&elq=301315291dd7429389c0c6af7d5e5f74&elqaid=12160&elqat=1
file:///C:/Users/te370970/Desktop/%7B4946ce0d-faaa-482a-b2ee-7f2c20d1a681%7D_wiremate-itb-poke-in-eCard-EN-rsg.pdf
file:///C:/Users/te370970/Desktop/%7B4946ce0d-faaa-482a-b2ee-7f2c20d1a681%7D_wiremate-itb-poke-in-eCard-EN-rsg.pdf
https://www.te.com/content/dam/te-com/documents/industrial/global/SOLARLOK%202.0-ecard.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q3-solarlok2.0-conn-rsg_sma-831_1
https://www.te.com/content/dam/te-com/documents/industrial/global/SOLARLOK%202.0-ecard.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q3-solarlok2.0-conn-rsg_sma-831_1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773967-5_SmlWireMAG-MATETerminalFlyer&DocType=DS&DocLang=EN&te_bu=apl&te_type=email&te_campaign=elq_glo_apl-elq-global-email-mag-mateextension_sma-534_1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773967-5_SmlWireMAG-MATETerminalFlyer&DocType=DS&DocLang=EN&te_bu=apl&te_type=email&te_campaign=elq_glo_apl-elq-global-email-mag-mateextension_sma-534_1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773957-2_MMF_Housings&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773957-2_MMF_Housings&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773951-7_Slot9_MAG-MATE_Terminals&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773951-7_Slot9_MAG-MATE_Terminals_0418.pdf
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773951-7_Slot9_MAG-MATE_Terminals&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773951-7_Slot9_MAG-MATE_Terminals_0418.pdf
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773951-7_Slot9_MAG-MATE_Terminals&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773951-7_Slot9_MAG-MATE_Terminals_0418.pdf
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TE 丰富的设计经验对于系统对系统连接的性能来说非常重要，有助于提供完善的性
能、提高效率并且节省成本。对于包含控制板、电源系统、电缆装配、控制器、定时器
或传感器的任何子系统，TE产品几乎都能够提供丰富的解决方案。

增值型

组件

a. BATTU双壁热收缩套管
阻燃、含胶衬层套管产品专门设
计用于恶劣环境下的电源电缆端
接应用。由聚烯烃护套和热塑性
胶粘内壁制成，提供卓越的电气
隔离、机械保护和防潮保护。

b.适用于铝和铜制细磁线的
MAG-MATE端子
为 MAG-MATE 端子不适配的
细线尺寸提供解决方案，端接
33-27 AWG [0.18-0.36 mm]

Al 和 34-28 AWG [0.16-0.32
mm] Cu 磁线。

c. 4.8mm 系列 FASTON插座
插接0.5或0.8mm厚度插片，可
以简化设计、采购和装配。尺寸
紧凑，长度只有15 mm
(0.59 in)。

d.适用于铝制细磁线的
AMPLIVAR连接头
一个连接头能够高效连接多达三
条铝制细磁线和一条标准铜引线
（共400至1500 CMA） 。

e. Economy Power 2.5连接
器

紧凑型2.5 mm (0.098”)中
心线间距。最大额定电流高达 
4.2A（单排），可选TPA保持
器。插入时可听到明显的锁紧
音，可更加轻松地实现插接。   

f. GRACE INERTIA 2.5mm
连接器
设计用于减少装配过程中的人
为错误。惯性锁紧装置可防止
因半插接而导致的产品问题。
插片采用“ammo”盒包装，
适用于大批量制造商。

g. Standard Power Timer
壳体与TPA
支持为多种应用中的 PC 板提
供主电源。与分别为每条线建
立连接相比，这可以加快装
配，是一种更符合人体工程学
的解决方案。

h. 表面喷灯连接器系统
壳体侧面保留挂耳，满足多种
设计要求，可轻松卡入各种配
置的插片中。

i. 250 系列迷你 FASTON插座
迷你尺寸采用直型配置，适配
狭窄空间。插接到标准0.250 x
0.032英寸插片。

j. RZF电源继电器
小尺寸设计，安装高度在
带端子时仅高于板1.09 in
(27.6mm)，在不带端子时仅高
于板0.705 in (17.9mm)。

f

c

ihg
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https://www.te.com.cn/chn-zh/products/heat-shrink-tubing/dual-wall-heat-shrinkable-tubing/battu-heat-shrink-tubing.html?elqTrackId=65B366F756FCE5875612DC4AF23FDF78&elqTrack=true&tab=pgp-story
https://www.te.com.cn/chn-zh/products/heat-shrink-tubing/dual-wall-heat-shrinkable-tubing/battu-heat-shrink-tubing.html?elqTrackId=65B366F756FCE5875612DC4AF23FDF78&elqTrack=true&tab=pgp-story
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773967-5_SmlWireMAG-MATETerminalFlyer&DocType=DS&DocLang=EN&te_bu=apl&te_type=email&te_campaign=elq_glo_apl-elq-global-email-mag-mateextension_sma-534_1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773967-5_SmlWireMAG-MATETerminalFlyer&DocType=DS&DocLang=EN&te_bu=apl&te_type=email&te_campaign=elq_glo_apl-elq-global-email-mag-mateextension_sma-534_1
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773910-5_4p8_Ser_FASTON_Rec_Multi_Tab&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773910-5_4p8_Ser_FASTON_Rec_Multi_Tab&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773896-1_FINE_AL_MAGWIRE_SPLICE_FLYER&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773896-1_FINE_AL_MAGWIRE_SPLICE_FLYER&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=7-1773461-6EP2.5&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=7-1773461-6EP2.5&DocType=DS&DocLang=EN
http://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773938-3_Std_Pwr_Timer_Conn_w_TPA&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773938-3_Std_Pwr_Timer_Conn_w_TPA_0917.pdf%0D
http://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773938-3_Std_Pwr_Timer_Conn_w_TPA&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773938-3_Std_Pwr_Timer_Conn_w_TPA_0917.pdf%0D
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773938-3_Std_Pwr_Timer_Conn_w_TPA&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773938-3_Std_Pwr_Timer_Conn_w_TPA_0917.pdf%0D
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773938-3_Std_Pwr_Timer_Conn_w_TPA&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773938-3_Std_Pwr_Timer_Conn_w_TPA_0917.pdf%0D
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773907-9_Surface_Burner_Solutions&DocType=DS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773907-9_Surface_Burner_Solutions&DocType=DS&DocLang=EN
https://www.te.com/content/dam/te-com/documents/channel/marketing-materials/mini-faston-ecard.pdf
https://www.te.com/content/dam/te-com/documents/channel/marketing-materials/mini-faston-ecard.pdf
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773957-1_RZF_Relay_Product_Flyer&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773957-1_RZF_Relay_Product_Flyer_0818.pdf
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773957-1_RZF_Relay_Product_Flyer&DocType=DS&DocLang=English&DocFilename=ENG_DS_1-1773957-1_RZF_Relay_Product_Flyer_0818.pdf
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随着生产环境自动化和集中化程度越来越高，即使是最小规模的连接也十分重要。从
机械加工到电路板工艺优化，再到最重要的工厂车间，TE 能够提供新型创造性解决方
案，为生产相关的方方面面进行连接、供电和控制。

工厂

组件 自动化

g. FX29强制压缩负载单元
凭借mV、信号放大和数字量输出选项，确
保设计灵活性和简洁性，利用高度可靠的
微型技术，在迷你尺寸内提供10 –100lbf
(50-500N)的力度范围。

h. 820M1 压电电路板可贴装加速度仪
提供频率响应达到10kHz以上的大范围带
宽，可确保长期稳定性，即使在-40°到 
+125°C的工作范围内也不会发生输出偏

移。

a. WinTotal v7
最新版TE标识软件，使用简单方便，用
于在TE热缩套管、电缆标志和标签上打
印。此软件系列支持高质量导线和线束标
识以及标签打印应用。

B. AMPMODU 2毫米板对板插座
插座采用耐高温液晶聚合物(LCP)塑料外
壳，采用磷青铜端子和双悬梁设计，可提
供三层镀金的厚度。

c. AMPMODU 2mm B分离型底座
适配主要品牌插座的解决方案。与
2.54mm 产品相比，可节省38%的PCB
板空间，提供了扩展功能的空间。

D. 用于状态监测的8911无线加速度仪
具有边缘计算功能的紧凑型LoRaWAN™
无线加速度仪。该网络标准支持工业应用
程序进行可靠的远程通信，使客户不仅能
与受管理的网络供应商合作，也能在自己
的专用网络上工作。

e. T2212 热转印打印机
专门设计为在多种TE标签、电缆标记和标
识标记套管上打印。采用全新的彩色触摸
屏接口，可基于图标进行直观的设置调
整。

f. 分立式以太网磁性产品
提升以太网接口设计过程中的设计灵活
性，以满足更高的传输特性和过压要求。
满足260°C温度条件下的回流焊曲线。

hgf

da b c

e

http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B4436191b-80de-44f6-8d81-ce4da402337f%7D_WinTotal-v7-eCard-v2.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B4436191b-80de-44f6-8d81-ce4da402337f%7D_WinTotal-v7-eCard-v2.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B5dace1ea-c046-49d4-a399-73fb474250af%7D_AMPMODU-2mm-B-to-B-Receptacles-eCard-rsg-v2.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B5dace1ea-c046-49d4-a399-73fb474250af%7D_AMPMODU-2mm-B-to-B-Receptacles-eCard-rsg-v2.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B5d55b392-613c-49d4-b46a-cd0815b09f1f%7D_Breakway-Header-u-v5.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B5d55b392-613c-49d4-b46a-cd0815b09f1f%7D_Breakway-Header-u-v5.pdf
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/8911-ecard-chn.pdf
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/8911-ecard-chn.pdf
http://app.connections.te.com/e/er?&s=2070786569&lid=14646&elqTrackId=228F902D19E7CEFA47F6A3823F165833&elqTrack=true&elq=373cde9147d5435b80b3218c69c54711&elqaid=12948&elqat=1
http://app.connections.te.com/e/er?&s=2070786569&lid=14646&elqTrackId=228F902D19E7CEFA47F6A3823F165833&elqTrack=true&elq=373cde9147d5435b80b3218c69c54711&elqaid=12948&elqat=1
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7Bb9da1e87-0247-4a5a-b409-eb0bce62fc69%7D_Dis-Mag-Ethernet-eCard-rsg-working.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-discrete-mag-ethernet_sma-711_1
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7Bb9da1e87-0247-4a5a-b409-eb0bce62fc69%7D_Dis-Mag-Ethernet-eCard-rsg-working.pdf?te_bu=Ind&te_type=email&te_campaign=elq_glo_ind-elq-global-email-fy19-q2-discrete-mag-ethernet_sma-711_1
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/fx29-ecard.pdf
https://www.te.com/content/dam/te-com/documents/sensors/global/Channel/fx29-ecard.pdf
https://www.te.com/content/dam/te-com/documents/channel/global/820m1-ecard.pdf
https://www.te.com/content/dam/te-com/documents/channel/global/820m1-ecard.pdf
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全球信息流大幅增长驱动了市场对支持更高密度、更快速度的通信设备和架构的需求。作为行业领导
者，TE提供10-25 Gbps及更高传输速率的连接器和电缆来应对这些发展趋势。TE 推动标准和协议
发展，在信号完整性方面经验丰富，拥有丰富的连接解决方案，可用于各种不同等级的数据通信。

数据通信

架构

a.  STRADA Whisper R背板连接器
为从56G PAM-4升级到112G
PAM-4提供了关键途径，更能方便
未来数据中心系统升级。最新优化足
迹有助于确保降低串扰噪声并实现了
112G路径迁移。

b.  PCIe第4代Card Edge连接器
支持高速和高密度的新标准外形尺
寸，适用于下一代硅胶和面板可插拔
OCP NIC 3.0应用。

c.  MULTI-BEAM Plus电源连接器
每个电源端子最高承载100A，或四
个相邻电源端子中每个端子最高承载
100A，满足市场对更高功率和更高
性能的需求。

d.  高频射频连接器和测试电缆组件
支持的频率高达67 GHz，可提供测
试与测量以及其他高要求应用所需的
高可靠性、高性能。

a

h. LGA 4189插座与硬件
助力下一代CPU实现更高的性能
和更好的系统扩展性，支持PCIe
Gen 4和四核或八核多处理器系统
架构。

    这一新推出的射频产品系列当属业
内表现最好的产品之一，插入损耗
和电压驻波比极低。

e.  符合SFF-TA-1002的Sliver跨
接式底座连接器
支持高速和高密度的新标准外形尺
寸，适用于下一代硅胶和面板可插
拔OCP NIC 3.0应用。

f. ELCON微型线对板电源解决方案
采用标准行业尺寸3.0mm，每个
引脚提供高达12.5A电流，可实现
近乎万无一失的配对。

g. QSFP-DD笼、连接器和电缆组
件
提高现有QSFP外形的密度，达到
高达400 Gbps的速度，以解决下
一代数据中心需求。

hf ge

b c d

https://www.te.com/content/dam/te-com/documents/consumer-devices/global/stradawhisperr-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/stradawhisperr-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/pcie-gen4-connector-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/pcie-gen4-connector-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/multibeamplus-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/multibeamplus-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/datacomm/global/hf-rf-connectors-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/datacomm/global/hf-rf-connectors-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/chn/Sliver-straddle-mount-ecard-cn.PDF
https://www.te.com/content/dam/te-com/documents/consumer-devices/chn/Sliver-straddle-mount-ecard-cn.PDF
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/elcon-micro-wire-to-board-solutions-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/elcon-micro-wire-to-board-solutions-ecard-cn.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/chn/QSFP-DD-RSG-CN.PDF
https://www.te.com/content/dam/te-com/documents/consumer-devices/chn/QSFP-DD-RSG-CN.PDF
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/lga-4189-sockets-ecard-en.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/lga-4189-sockets-ecard-zh.pdf
https://www.te.com/content/dam/te-com/documents/consumer-devices/global/lga-4189-sockets-ecard-zh.pdf
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电子组件的工作环境日趋严苛。在这些恶劣环境中使用 TE 新产品时，产品的各种保护特
性能够应对大多数挑战性应用场景，包括振动、潮气、碎屑和光照。 

恶劣

架构 环境

a.管理型以太网交换器
可在严苛环境提供安全、可靠的千兆位速度
网络。即使在振动极高的环境中，这些强固
式产品也可提供
安全的以太网。

b. Raychem Cat 7以太网电缆
可达到10 Gb/s的网速，同时可满足严苛的
军事和海事环境的需求。Raychem Cat 7
电缆采用单独屏蔽形式，4对电缆符合IEC
61156-6对7类电缆的要求。

c. 369系列屏蔽式矩形连接器
设计为无需紧固件即可轻松安装，提供接地
屏蔽和EMI保护。具有正向盲插功能，可听
到锁定卡合声，外型小巧，可节省空间。

d.P 型电缆夹
提供轻量、快速、高效的线束安装解决方
案，安装速度更快、重量更小。共提供10
种尺寸，

涵盖(21)AS21919 P型电缆夹的整个电缆
直径范围。

e. M8/M12 电缆组件解决方案
提供360度EMI屏蔽保护，可全面保护信号
和数据传输，防护等级达到IP67，防尘防
水。塑封在PVC或无卤素聚氨酯(PUR)电
缆中，适用于拖链应用或扭转应力。

f. SPEC 55低氟化物导线和电缆
提供的导线绝缘系统减轻了因有限区域内
逸气造成的组件腐蚀问题。TE的氟化物逸
气值通常仅为个位数，这对于太空、发射
和导弹平台客户非常重要。

g. M12工业以太网电缆组件连接
提供360度EMI屏蔽保护，可全面保护数据
传输，防护等级达到IP67，防尘防水。组
件塑封在PVC或无卤素聚氨酯(PUR)电缆
中，

h. 可现场安装M12 X编码电缆插头
可在现场轻松安装，不会出现零部件掉入
难以取回位置的情况。电缆引线可剥取任
意长度（无需测量前方长度）。

i. 工业型旋转变压器可提高可靠性、实现高
精度
提供全面的普通市场解决方案，可用于各
类应用。旋转变压器采用空心轴设计，其
使用寿命超过平均值。此外，还具有高可
靠性、高精度以及低空间需求等优势。

j. 肘型弯头后壳
采用内孔光滑、弯曲半径连续性好的设
计。该系列后壳适用于弯曲端接(BT)应
用，相比传统后壳，重量减轻高达20%。

jihg

a b c d e

f

http://app.connections.te.com/e/er?&s=2070786569&lid=13181&elqTrackId=9b52ec9c96154b968dcc75194bac49e0&elq=f5d8424d487d41c98a5603d2ca0830cd&elqaid=12242&elqat=1
http://app.connections.te.com/e/er?&s=2070786569&lid=13181&elqTrackId=9b52ec9c96154b968dcc75194bac49e0&elq=f5d8424d487d41c98a5603d2ca0830cd&elqaid=12242&elqat=1
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/cat7-npi-template-ecard.pdf?&elqTrackId=C1886937BF17E0DC6E4AF1880DD4A09F&elq=3fcd9c3b024a41b99c4b80bbdfc878a7&elqaid=12369&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/cat7-npi-template-ecard.pdf?&elqTrackId=C1886937BF17E0DC6E4AF1880DD4A09F&elq=3fcd9c3b024a41b99c4b80bbdfc878a7&elqaid=12369&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/369shielded-npi-template-ecard.pdf?&elqTrackId=4236799A5CB1DBB70671A6C92C82BD5B&elq=7f740ceceb4d4e0d98cf2f4558f85a4e&elqaid=12435&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/369shielded-npi-template-ecard.pdf?&elqTrackId=4236799A5CB1DBB70671A6C92C82BD5B&elq=7f740ceceb4d4e0d98cf2f4558f85a4e&elqaid=12435&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/pclamp-npi-template-ecard.pdf?&elqTrackId=CAC7258E3EF8B7FD5170B0820EA2BAC8&elq=c26d970dfbb240a594cfdcba3139b966&elqaid=12536&elqat=1&elqCampaignId=
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/pclamp-npi-template-ecard.pdf?&elqTrackId=CAC7258E3EF8B7FD5170B0820EA2BAC8&elq=c26d970dfbb240a594cfdcba3139b966&elqaid=12536&elqat=1&elqCampaignId=
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B512a79cb-85f4-47e1-aefc-442369455b41%7D_eCARD-M8-M12-Fieldbus-Cable-Assembly.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B512a79cb-85f4-47e1-aefc-442369455b41%7D_eCARD-M8-M12-Fieldbus-Cable-Assembly.pdf
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/spec55lf-npi-template-ecard_ch.pdf
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/spec55lf-npi-template-ecard_ch.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B384878c2-3f14-43cd-9089-31dec1308572%7D_eCard-IND-M12-Ethernet-cac.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B384878c2-3f14-43cd-9089-31dec1308572%7D_eCard-IND-M12-Ethernet-cac.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B522cdcf3-b3d7-4090-a816-73a172006178%7D_M12-X-Code-FI-Cable-v2.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B522cdcf3-b3d7-4090-a816-73a172006178%7D_M12-X-Code-FI-Cable-v2.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B911c7e59-8353-4e5b-893e-fe0c892845f9%7D_eCard-Resolver-Value-Line-v1.pdf
http://images.connections.te.com/Web/TycoElectronicsCorporation/%7B911c7e59-8353-4e5b-893e-fe0c892845f9%7D_eCard-Resolver-Value-Line-v1.pdf
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/swept-elbow-npi-ecard_ch.pdf
https://www.te.com/content/dam/te-com/documents/aerospace-defense-and-marine/MarketingMaterials/swept-elbow-npi-ecard_ch.pdf
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随着 5G 的推出以及无线通信流量的激增，通信服务质量和频谱效率对于提供无中断无线体验
而言越来越关键。TE Connectivity 推出的射频解决方案可满足这些性能目标，并可提供包括
射频同轴连接器和电缆组件、天线和板级屏蔽 (BLS) 在内的标准和定制设计。 

携高度可靠的射频解决方案      迈入5G时代

RF同轴电缆SMA插
孔、PCB、边缘安装 
- 2081005-1

MetaSpan天线 - 
LTE、PCB、插片安
装 - 2118615-1

BLS、标准一件
式、铝制 (16.50 x 
16.50 x3.60mm) - 
2118707-4

GNSS天线 – GPS/
Glonass，PCB，表
面安装 - 2118900-1

说明 部件编号 
MetaSpan天线 - LTE、PCB、插片安装 2118615-1

GNSS天线 – GPS/Glonass，PCB，表面贴装 2118900-1

GNSS天线 – GPS、带粘胶、表面贴装 2195763-1

RF同轴电缆 N 插头接 MA 插孔，串行适配器之间 1057377-1

RF同轴电缆 SMA 插孔、PCB、边缘安装 2081005-1

BLS、标准一件式、铝制 (16.50x16.50x3.60mm) 2118707-4

发现新资讯： 

为您的 5G 产品带来活力

了解更多：

GNSS天线 – 
GPS、带粘胶、表面
贴装 - 2195763-1

RF同轴电缆N插头接
MA插孔，串行适配
器之间 - 
1057377-1

� MetaSpan和GNSS天线可满足主要天线性能目标 – 效率和带宽 
– 并适用于众多全球协议。此款天线由 TE 的专家级设计工程师团
队开发，可最大限度地节省空间、节约成本、提高性能。

� RF同轴电缆连接器和电缆组件采用阻抗匹配设计，配有微型接口，
耐用性高，可在严苛环境中使用。此款同轴电缆产品可保持低插损、
优异的VSWR，并可提供其他高性能电气和机械特性，可支持5G天
线、基站或其他无线应用。

� 板级屏蔽 (BLS)在标准产品组合中提供，由分销商伙伴加工和供
货，以便客户能够快速获得所需零件，从而可最大限度地减少应用中
的串扰并降低电磁干扰敏感度。我们的BLS产品采用传统冷轧钢板
(CRS)和铝材制成，铝质BLS产品的重量仅为冷轧钢板的1/3，但仍
可提供极佳的EMI抑制。

https://www.te.com.cn/chn-zh/product-2118615-1.html
https://www.te.com.cn/chn-zh/product-2118900-1.html
https://www.te.com.cn/chn-zh/product-2195763-1.html
https://www.te.com.cn/chn-zh/product-1057377-1.html
https://www.te.com.cn/chn-zh/product-2081005-1.html
https://www.te.com.cn/chn-zh/product-2118707-4.html
https://www.te.com.cn/chn-zh/product-1057377-1.html
https://www.te.com.cn/chn-zh/product-1057377-1.html
https://www.te.com.cn/chn-zh/product-2081005-1.html
https://www.te.com.cn/chn-zh/product-2081005-1.html
https://www.te.com.cn/chn-zh/product-2118615-1.html
https://www.te.com.cn/chn-zh/product-2118615-1.html
https://www.te.com.cn/chn-zh/product-2118707-4.html
https://www.te.com.cn/chn-zh/product-2118707-4.html
https://www.te.com.cn/chn-zh/product-2118900-1.html
https://www.te.com.cn/chn-zh/product-2118900-1.html
https://www.te.com.cn/chn-zh/product-2195763-1.html
https://www.te.com.cn/chn-zh/product-2195763-1.html


创新型

 解决方案
创新型解决方案 

无论您要设计新系统还是改进现有设计，TE都可以为您提供电机和电子组件解决方案。 
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工业控制器
可快速安装且久经行业
验证的可靠部件

物料运输
节省系统维护成本，减
少停产时间

子系统设计
支持跨多个行业的终
端产品

安防构建
引领智能建筑的发展 

便携式手持设备 
简化高速数据传输，增强
保护，缩小封装 

I/O通信
满足多元化市场需求，应对大
小和数据速率挑战

运动与驱动
节省功率，降低应用成本的同
时增强系统可靠性

可穿戴设备 
用于可穿戴设备的端对端连接

功率
利用 TE 的各类电源产品
实现驱动设计解决方案  

无人机
开发尖端的无人机技术

端子和拼接头
开发可节省成本、提高生产率的
端子和接头

互连家居 
使家居应用互联成为现实

继电器 
帮助提高可靠性，增加应用生
产能力 

https://www.te.com.cn/content/dam/te-com/documents/channel/global/terminals-splices-solutionguide-chinese.pdf
https://www.te.com.cn/content/dam/te-com/documents/channel/global/terminals-splices-solutionguide-chinese.pdf
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/drones.html?f1=0
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/drones.html?f1=0
https://www.te.com.cn/content/dam/te-com/documents/channel/global/relays-selection-guide-zh.pdf
https://www.te.com.cn/content/dam/te-com/documents/channel/global/relays-selection-guide-zh.pdf
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/connected-home.html
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/connected-home.html
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/power-solutions.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/power-solutions.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/wearable-electronic-solutions.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/wearable-electronic-solutions.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/io-communications.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/io-communications.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/motion-drives.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/motion-drives.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/subsystems.html?f1=0
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/subsystems.html?f1=0
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/industrial-control.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/industrial-control.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/building-safety-security.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/building-safety-security.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/material-handling.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/material-handling.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/handheld-portable-devices.html?f1=0&tab=pgp-story
https://www.te.com.cn/chn-zh/partners/distributors/sell-and-promote/marketingsolutions/handheld-portable-devices.html?f1=0&tab=pgp-story
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INSTALITE、DEUTSCH、ELCON、Corcom、FASTON、LUMAWISE、
BUCHANAN WireMate、POWER TRIPLE LOCK、AMPLIVAR、GRACE 
INERTIA、MAG-MATE、Raychem、MULTIGIG RT、HARTMAN、KILOVAC、Z-
PACK、SOLARLOK、WinTotal、STRADA Whisper、LUMAWISE、AMPMODU
、Raychem、TE Connectivity 和 TE connectivity（徽标）均为商标。ZQSFP+ 和 
zSFP+ 是 ZXP® 连接器系列的组成部分，采用了 ZXP 技术。ZXP是Molex, LLC的商
标。其它标识、产品和公司名称可能是其各自所有者的商标。
TE 已尽力确保本产品手册中信息的准确性，但并不保证本文不会出现任何纰漏，针对信息的准确性、正确性、可靠性及
可用性亦未做任何其他陈述或担保。对本文所涉及的信息，TE 保留进行更改的权利，恕不另行通知。对本产品目录所述
信息，包括但不限于适销性担保或特殊用途的适用性，TE 明确声明不做任何隐含担保。产品目录中的尺寸仅供参考，如
有变化恕不另行通知。如规格发生变更，恕不另行通知。有关最新尺寸和设计规格请咨询 TE。




